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VG's Helping 
Hands 
Vacuum Generators  aims 
to make sample transfer 
and manipulat ion even ea- 
sier with its versati le Me- 
chanical  Hands. The new 
hands al low efficient and 
accurate sample posit ion- 
ing and p lacement ,  includ- 
ing sample inversion and 
rotation. 
The rigid but l ight con- 
s t ruct ion combined  wi th  
an art iculat ion tilt range 
of  +/-22.5" and 360 ° con- 
t inuous  ro ta t ion  ensure  
that the Mechanical  Hands 
make l ight work  of  the 
most technical ly demand-  
ing sample manipulat ion.  
These compact  and easy- 
to-use prec is ion hands pro- 
vide a pos i t ive gr ip for 
sample  hand l ing  and  
transfer. 
The pos i t ive ly  sprung 
jaw locking mechanism is 
a fail-safe feature to ensure 
secure sample transfer. 
VG can customise  the 
p incers  for specif ic appli- 
ca t ions ,  such  as wafer  
handling and STM tip chan- 
ging. However,  two stan- 
dard p incers  are available, 
one w i th  perpend icu la r  
para l le l  ac t ion  and the  
other  with in-line symme- 
trical action. 
m Contact: Kevin Nichol- 
son, Vacuum Generators, 
Maunsel l  Road, Hastings, 
East Sussex, TN38 9NN, 
UK Emaih  knichols(,~ vac- 
genfisons, co. uk 
Edwards magnetron 
sputtering sources 
Edwards new EPM magne- 
tron sputter ing sources are 
des igned for easy installa- 
t ion into any vacuum sys- 
tem with 25 mm (1 inch) 
vacuum penetrat ions.  
Two models  are available, 
the EPM75 and EPMIO0, 
w i th  c i rcu la r  sput ter ing  
targets of 75 mm and 100 
mm diameter,  respectively.  
• Contact.. H i lao ,  Mad- 
dock, Edwards High Va- 
cuum In ternat iona l ,  
Manor  Royal,  Crawley, 
West Sussex RHIO 2LW, 
UK. Te l~fax :  [44]  
(0) 1293 528844/533453 
New diaphragm valve range 
Constructed from 316L stain- 
less steel and featuring an 
Elgiloy diaphragm, this new 
range of valvcs offer an in- 
te rna l ly  spr ing less  and 
threadless design to ensure 
minimum particle generation. 
Other  features include a 
full), swept  f low passages 
and a un iqne,  fully pa- 
tented compress ion mem- 
ber  wh ich  ensures that the 
seal is loaded uniformly. 
The vah'es are available in 
a wide choice of configura- 
tions and connect ions  and 
all feature the aerodynamic  
lORa finish as standard. 
m Contact: Fluid Controls 
Ltd, Minerva House, Call- 
eva Park, Aldermaston,  
Berks ,  RG7 4QW, UK. 
Tel~fax: [44] (0) 1 734 
8114004/810775. 
